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BUILDINGS REQUIRING ELEVATOR OR RAMP ACCESS 
 
7. In multistory buildings and facilities, provide elevator or pedestrian ramp access to each occupiable story and mezzanine. 

Exception: Multistory office buildings – other than professional offices of health-care providers – and passenger vehicle service 
stations less than three stories high or less than 3000 square feet per story 
Exception: Privately funded multistory buildings – other than shopping centers, shopping malls, professional offices of health-care 
providers, and transportation facilities – less than three stories high or less than 3000 square feet per story provided a reasonable 
portion of all facilities and accommodations normally sought and used by the public are accessible to and usable by persons with 
disabilities 

CBC 11B-206.2.3 
 
8. In buildings or facilities eligible for elevator exception of item 7, floors above or below the accessible ground floor shall meet all 

accessibility requirements except for elevator service. 
CBC 11B-206.2.3 

 
9. In buildings or facilities eligible for elevator exception of item 7, toilet or bathing facilities shall be provided on a level connected by 

an accessible route to an accessible entrance. 
CBC 11B-213.1 

 
10. In alterations and additions to existing buildings requiring an elevator per item 7 and proposing installation of an escalator or stair 

where none existed previously and major structural modifications are necessary to achieve it, provide accessible route between 
levels served by the escalator or stair. 

CBC 11B-206.2.3.1 
 

11. In new or existing buildings requiring an elevator per item 7 and exceeding 10,000 square feet on any floor, provide accessible 
vertical access via pedestrian ramp, elevator, or platform lift within 200 feet of travel of each new stair and escalator. 
Exception: Stairs used solely for emergency egress 

CBC 11B-206.2.3.2 
 
INTERIOR ROUTES OF TRAVEL 
 
12. Unless in a building or facility eligible for elevator exception of item 7, an accessible route shall connect entrances with all 

accessible spaces and elements within the building or facility. 
CBC 11B-206.2.4 

 
13. Accessible routes required per item 12 shall comply with each of the following: 

 Coincide with or be located in the same area as general circulation paths 
 Located within building interior where general circulation paths are interior 
 Not pass through kitchens, storage rooms, restrooms, closets, or other similar spaces unless serving those spaces 

CBC 11B-206.3 
 

14. Spaces and elements within employee work areas shall be accessible per the following: 
Exception: Common-use circulation paths within employee work areas that are an integral component of work area equipment 
Exception: Common-use circulation paths within exterior employee work areas fully exposed to the weather 
 Allow individuals with disabilities to approach, enter, and exit the employee work area 
 Include common-use circulation paths within the employee work area 

CBC 11B-203.9, CBC 11B-206.2.8 and CBC 11B-403.5 
 
15. Where a particular story contains rooms or spaces at different floor elevations, specify floor elevations at each room and space. 

CBC 11B-303 
 
16. Floors of a particular story shall be a common level throughout unless varying levels connected by ramp(s) per accessibility 

correction list 4B 
Exception: Changes in level up to 1/4 inch per CBC Figure 11B-303.2 
Exception: Changes in level between 1/4 inch and 1/2 inch with maximum 1:2 slope per CBC Figure 11B-303.3 

CBC 11B-303 
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